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Store #0324

Site Plan
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Proposed Signage

Existing Signage

D

D

C

C

B

B

A

B

D
C

B

D
C

A

24" x 17'-0 15/16" Channel Letters: 34.16 SF

2'-10 ½" x 6'-2" Critter: 17.73 SF

2'-1 3/4" x 8'-5 5/8" Monument at 3'-6 3/4" OAH: 18.17 SF

5'-5" x 12'-9" Full Expression: 69.06 SF

2'-0" x 3'-0" Directional at 4'-8 ½" OAH: 6 SF

1'-6" x 3'-0" Directional at 4'-0" OAH: 4.5 SF

3'-0 ½" x 8'-4" Monument at 4'-0" OAH: 25.35 SF
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Store #0324

B

A

Front Elevation

Existing: Approx. 69.06 SF

Proposed: 24" Channel Letters - 34.16 SF; 18 SF Critter
Measurements based on architectural plans provided. Measurements to be field-verified.
Critter to be located far enough below peaked roof edges to allow for clear visibility, installer to determine appropriate dimensions. 
Letterset may require custom mounting application due to mansard roof and no-raceway requirement, sign company to verify. 
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Scale: 1/16"=1'

Landlord Approval Required

Appearance Committee Approval Required

Variance Required for Critter

Code allows one (1) sign per street frontage NTE 10% of the wall area 
or 50 SF (whichever is less). Raceways are not allowed. 70% chance of 
approval for the Critter & 95% chance of approval for the Letterset.
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Right Elevation

Existing: None

Sign is not required on this elevation to achieve 
optimal branding.  Window graphics require review 
and approval.

Measurements based on architectural plans provided. Measurements to be field-verified. Scale: 1/16"=1'

Landlord Approval Required

Appearance Committee Approval Required
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Store #0324

Rear Elevation

Existing: None

Measurements based on architectural plans provided. Measurements to be field-verified. 
Scale: 1/16"=1'

Sign is not required on this elevation to achieve 
optimal branding.  Window graphics require review 
and approval.

Landlord Approval Required

Appearance Committee Approval Required
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Store #0324

Left Elevation

Existing: None

Sign is not required on this elevation to achieve 
optimal branding. 

Measurements based on architectural plans provided. Measurements to be field-verified. Scale: 1/16"=1'
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Store #0324

Monument OverlayCode allows 20 SF at 4' OAH. Monument must be in 
landscaped area. 70% chance of approval.

*Dimensions provided by sign company. 

Existing:
2'-1 3/4" x 8'-5 5/8" at 3'-6 3/4" OAH
18.17 SF

Landlord Approval Required

Appearance Committee Approval Required

Variance Required 
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Store #0324

Directional Overlay

Landlord Approval Required
Appearance Committee Approval Required

Code does not regulate directional signs, but the Appearance Committee 
must review and approval all sign designs and locations. Negotiations may 
be required to display the trademark. 65% chance of appproval.

Existing:
2'-0" x 3'-0" at 4'-8 ½" OAH
6 SF

*Dimensions to be verified by technical survey.
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25 SF Monument
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25.35 SF

Scale: 3/8"=1' Note: Foundation and support to be
determined per site. Existing monument base to be used.

*This sign requires custom details from sign manufacturer.
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Store #0324

Note: Digital graphic will always
have the black border around the
complete logo any time printed.

These Areas
Are Open

Digital graphics supplied by Miratec.
(Color formulas by others.)

Color Key

White: White Plex #2447

Black: Spraylat - Jet Black RAL 9005 Satin

Critter:
Critter logo of channel letter construction to be attached to cabinet face. Critter face is clear plexiglass 
with 1st surface digital graphic applied. To have a 1" black trim cap added. Interior illumination of white 
G.E. LED Modules (power white opti-lens) with power supply at interior of the critter with light 
enhancement paint at exterior to be painted with black satin finish.

"Red Lobster" & "Fresh Fish - Live Lobster":
"Red Lobster" of channel letter construction to be attached to cabinet face. Face of #2447 white plex to 
have a 1" black trim cap added. Interior illumination of G.E. White LED Modules (mini max white LEDs)
with power supply. Exterior to be painted with black satin finish.

"Fresh Fish - Live Lobster" face of #2447 white plex.
Letters are routed out of the cabinet face and the plexiglass is then backed up. There will be a light box 
behind with G.E. LED white illumination (power white opti-lens) with power supply.

Main cabinet:
Constructed with conventional construction methods of angle iron and aluminum skin for face & sides.
Interior support steel to be determined. All of the cabinet to be painted with black satin finish.

Electrical Requirements:

Total Amps To Be Determined

All branch circuits shall be dedicated to signs (including ground and neutral) and shall not be shared 
with other loads.

Number of 120V, 20a Circuits To Be Determined

Standard install is to be direct pipe embedment into concrete footing per engineering specs. Manufacturing will provide a stub pipe with sign
Cabinets only if OAH (cabinet + stub pipe) does not exceed 9'-7" maximum shipping height restrictions.

All supporting steel, including stub pipe, if not included with cabinet, to be shipped to installation site by an outside supplier or by the installation 
contractor, as determined by project management.

Customer to Provide:
Customer to forward copy of final approved signage drawings to building site contact So that these provisions can be made during construction 
and prior to sign installation. All branch (primary electrical service) within 5 feet and final connection to each sign to be by certified electrician:
    A. All branch circuits for signs must be totally dedicated to signs (including dedicated ground and dedicated neutral per circuit).
    B. Sign circuits must not be shared with other loads such as lighting, air conditioning, and other equipment.
    C. Properly sized ground wire that can be traced back to the breaker panel must be provided.
    D. Number and size of circuits for each sign to meet sign manufacturer's requirements.

Any deviation from the above recommendations may result in:
    1. Damage to or improper operation of the sign(s).
    2. Delays and additional costs.

Notes: certain electrical components of signs will fail prematurely if signs are not shut-off for a period of time (once) each day. For best 
performance, it is recommended that signs to be connected to an automatic controlling device such as an energy management system, time 
clock or photo cell that will automatically shut-off the sign for a period of time each day. Failure to do so will cause damage to the electrical 
components of the sign. Some dimming devices will also adversely affect sign electrical components, causing failure

Installer is responsible for:
Providing and installing all components required to run secondary wiring (connectors, gto conduit, etc.) to be determined by local code and site 
conditions. Providing all needed installation hardware as determined by local code and site conditions.

25 SF Monument Details
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1'-5"

3"

25.35 SF

Scale: 3/8"=1'

*This sign requires custom details from sign manufacturer.
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RL-SIG-74CRITTER-LED

RL-SIG-74CRITTER-LED

SCALE: 1-1/2” TO 1’-0”

RL-SIG-74CRITTER-LED 17.47 SQ FT.

2’
-1

0-
1/

2”

Notes:   Certain electrical components of signs will fail prematurely if signs are not shut-off for a period of time, once, each day.  For best performance,
                  we recommend signs to be connected to an automatic controlling device such as an Energy Management System, Time Clock or Photo Cell that
                  will automatically shut-off the sign for a period of time, each day.  Failure to do so will cause damage to the electrical components of the sign and
                  will void the warranty.

  Some dimming devices will also adversely affect sign electrical components, causing failure.  Any dimming of the sign without consultation
                   with Federal Heath Sign Co. will void the warranty.

INSTALLER IS RESPONSIBLE FOR:
PROVIDING AND INSTALLING ALL COMPONENTS REQUIRED TO RUN SECONDARY WIRING (CONNECTORS, GTO CONDUIT,

SEALING BUILDING PENETRATIONS WITH SILICONE TO PREVENT MOISTURE PENETRATION @ EXTERIOR LOCATIONS..

ETC.) TO BE DETERMINED BY LOCAL CODE AND SITE CONDITIONS.

PROVIDING ALL NEEDED INSTALLATION HARDWARE AS DETERMINED BY LOCAL CODE AND SITE CONDITIONS.

CUSTOMER TO PROVIDE:
(For New / Remodel Construction) ADEQUATE BEHIND THE WALL BACKING AND ACCESS AS REQUIRED TO INSTALL
SIGNAGE. CUSTOMER TO FORWARD COPY OF FINAL APPROVED SIGNAGE DRAWINGS TO BUILDING SITE CONTACT
SO THAT THESE PROVISIONS CAN BE MADE DURING CONSTRUCTION AND PRIOR TO SIGN INSTALLATION.

ALL BRANCH S & FINAL CONNECTION TO EACH SIGN TO BE BY CERTIFIED ELECTRICIAN:
     A.  All branch circuits for signs must be totally dedicated to signs (including dedicated ground and dedicated neutral per circuit).
     B.  Sign circuits must not be shared with other loads such as lighting, air conditioning, and other equipment.
     C.  Properly sized ground wire that can be traced back to the breaker panel must be provided.
     D.  Number and size of circuits for each sign to meet Federal Heath Sign's requirement.

(PRIMARY ELECTRICAL SERVICE) CIRCUIT (WITHIN 5 FT.)

WEEP HOLES 2 PER LETTER
W/ WEEP HOLE COVERS

SUSPENDED CEILING 

WHITE MINI MAX

(WHERE APPLICABLE)

SECTION DETAIL
SCALE: 1-1/2” TO 1’-0”

G.E.-L.E.D.’s AS PER LAYOUTS

CUT OFF SWITCH (LOCKABLE)

IMPACT MODIFIED ACRYLIC
.177 CLEAR 

W/ 1st SURFACE DIGITAL GRAPHIC

CODE COMPLIANT ELECTRICAL
HOUSINGS & WIRING METHODS

L.E.D. POWER SUPPLIES
IN U.L. TRANSFORMER BOXES

HARDY PLANK FASCIA

PLYWOOD BACKING

2 X 4 WOOD STUD WALLS

DRYWALL( WHERE APPLICABLE)

BLACK 1” TRIM CAP

TOGGLE BOLT OR OTHERS AS PER
MUNICIPALITIES REQUIREMENTS

W/ SILICONE @ EACH PENETRATION

4”

DIGITAL GRAPHICS
SUPPLIED BY: MIRATEC
(COLOR FORMULA’S BY OTHERS)

COLOR KEYELECTRICAL REQUIREMENTS

Total: _______ Amps

ALL BRANCH CIRCUITS SHALL BE DEDICATED TO 
SIGNS (INCLUDING GROUND AND NEUTRAL)
AND SHALL NOT BE SHARED WITH OTHER 

BUILDING FASCIA TO BE HARDI-PLANK CEDAR SHAKE SIMULATION

1.7

1-120V, 20A Circuits Req’d

LOADS.

SO IT WILL BE UNEVEN SURFACE. ADJUST LETTERS TO WHERE THE
FACES ARE ALL ON THE SAME PLANE.
AND TO USE SILICONE CAULK FOR ALL PENETRATIONS.

GENERAL SPECIFICATIONS SPECIAL NOTES:

NOTE: DIGITAL GRAPHIC WILL ALWAYS
HAVE THE BLACK BORDER AROUND
COMPLETE LOGO ANY TIME PRINTED.

THESE AREAS
 ARE OPEN

CRITTER (REMOTE)  CONSTRUCTED OF ALUMINUM  BACKS
W/ ALUMINUM RETURNS  EXTERIOR PRECOAT MATTE BLACK
INTERIOR WHITE, W/ 1” BLACK TRIM CAP ON A .177 CLEAR IMPACT MODIFIED 
ACRYLIC FACE  W/ 1st SURFACE DIGITAL PRINT APPLIED.
W/ REMOTE POWER SUPPLIES, W/ L.E.D  WHITE MINI MAX ILLUMINATION.

        CRITTER:
.063” ALUM BACKS
  .040” RETURNS

6’-2”
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WEEP HOLES 2 PER LETTER
W/ WEEP HOLE COVERS

SUSPENDED CEILING 

G.E. WHITE MINI MAX

(WHERE APPLICABLE)

SECTION DETAIL
SCALE: 1-1/2” TO 1’-0”

L.E.D.’s AS PER LAYOUTS

CUT OFF SWITCH (LOCKABLE)

CODE COMPLIANT ELECTRICAL
HOUSINGS & WIRING METHODS

L.E.D. POWER SUPPLIES
IN U.L. TRANSFORMER BOXES

HARDY PLANK FASCIA

PLYWOOD BACKING

2 X 4 WOOD STUD WALLS

DRYWALL( WHERE APPLICABLE)

BLACK 1” TRIM CAP

TOGGLE BOLT OR OTHERS  AS PER
MUNICIPALITIES REQUIREMENTS

W/ SILICONE @ EACH PENETRATION

(WHITE)-WHITE .177 ACRYLIC #2447

COLOR KEY

4”

ELECTRICAL REQUIREMENTS

Total: _______ Amps

ALL BRANCH CIRCUITS SHALL BE DEDICATED TO SIGNS 
(INCLUDING GROUND AND NEUTRAL) AND SHALL NOT BE 

2.6

1-120V, 20A Circuits Req’d

SHARED WITH OTHER LOADS.

GENERAL SPECIFICATIONS

CUSTOMER TO PROVIDE:
(For New / Remodel Construction) ADEQUATE BEHIND THE WALL BACKING AND ACCESS AS REQUIRED TO INSTALL
SIGNAGE. CUSTOMER TO FORWARD COPY OF FINAL APPROVED SIGNAGE DRAWINGS TO BUILDING SITE CONTACT
SO THAT THESE PROVISIONS CAN BE MADE DURING CONSTRUCTION AND PRIOR TO SIGN INSTALLATION.

ALL BRANCH S & FINAL CONNECTION TO EACH SIGN TO BE BY CERTIFIED ELECTRICIAN:
     A.  All branch circuits for signs must be totally dedicated to signs (including dedicated ground and dedicated neutral per circuit).
     B.  Sign circuits must not be shared with other loads such as lighting, air conditioning, and other equipment.
     C.  Properly sized ground wire that can be traced back to the breaker panel must be provided.
     D.  Number and size of circuits for each sign to meet Federal Heath Sign's requirement.

Any deviation from the above recommendations may result in:
     1.  Damage to or improper operation of the sign(s).
     2.  Delays and additional costs.

Notes:   Certain electrical components of signs will fail prematurely if signs are not shut-off for a period of time, once, each day.  For best performance,
                  we recommend signs to be connected to an automatic controlling device such as an Energy Management System, Time Clock or Photo Cell that
                  will automatically shut-off the sign for a period of time, each day.  Failure to do so will cause damage to the electrical components of the sign and
                  will void the warranty.

  Some dimming devices will also adversely affect sign electrical components, causing failure.  Any dimming of the sign without consultation
                   with Federal Heath Sign Co. will void the warranty.

(PRIMARY ELECTRICAL SERVICE) CIRCUIT (WITHIN 5 FT.)

INSTALLER IS RESPONSIBLE FOR:
PROVIDING AND INSTALLING ALL COMPONENTS REQUIRED TO RUN SECONDARY WIRING (CONNECTORS, GTO CONDUIT,

SEALING BUILDING PENETRATIONS WITH SILICONE TO PREVENT MOISTURE PENETRATION @ EXTERIOR LOCATIONS..

ETC.) TO BE DETERMINED BY LOCAL CODE AND SITE CONDITIONS.

PROVIDING ALL NEEDED INSTALLATION HARDWARE AS DETERMINED BY LOCAL CODE AND SITE CONDITIONS.

SPECIAL NOTES:

BUILDING FASCIA TO BE HARDI-PLANK CEDAR SHAKE SIMULATION
SO IT WILL BE UNEVEN SURFACE. ADJUST LETTERS TO WHERE THE
FACES ARE ALL ON THE SAME PLANE.
AND TO USE SILICONE CAULK FOR ALL PENETRATIONS.

.177 ACRYLIC FACE
#2447 WHITE

SCALE: 1/2” TO 1’-0”

2’-0”

17’-0-15/16”

RL-SIG-24RM-PPCL-LED

RL-SIG-24RM-PPCL-LED

RL-SIG-24RM-PPCL-LED

SQ. FT.= 34.15

CHANNEL LETTERS (REMOTE)  CONSTRUCTED OF ALUM LETTER BACKS
W/ ALUMINUM RETURNS TO BE EXTERIOR PRECOAT MATTE BLACK INTERIOR WHITE, 
W/ 1” BLACK TRIM CAP ON A .177
# 2447 WHITE ACRYLIC FACE W/ REMOTE POWER SUPPLIES, W/ L.E.D WHITE ILLUMINATION.

CHANNEL LETTERS:
.063” ALUM BACKS
  .040” RETURNS
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DIGITAL GRAPHICS
SUPPLIED BY: MIRATEC
(COLOR FORMULA’S BY OTHERS)

BLACK (SPRAYLAT - JET BLACK RAL 9005 SATIN)

COLOR KEY FOR “CRITTER”

SCALE: 1” to 1’-0”

12.250”

2’-9”
3’-0”

3.125”

1’-6”

5.750”

1.750”
4.250”

1.125”
3.8906”

4’
-0

”

1’
-6

”

3’-0”

4-1/2” O.D. STL PIPE
(SATIN BLACK)

8”

CABINET ELEVATION SIDE VIEW

SIDE A SIDE B

GENERAL SPECIFICATIONS

.063” ALUMINUM RETURNS FORMED TO SHAPE CABINET 
W/PLATE ATTACHMENT TO TUBE STEEL SUPPORT.
ALUMINUM RETURNS TO BE PAINTED EXTERIOR  SATIN BLACK, INTERIORS
LIGHT ENHANCEMENT WHITE, W/ 1” BLACK TRIM CAP ON A .150 CLEAR
IMPACT MODIFIED ACRYLIC FLAT FACE W/ 1st SURFACE DIGITAL PRINT
APPLIED WITH FLUORESCENT LAMPS &  ( 1 ) ESB-216-12 BALLAST

ON/OFF SWITCH

SCALE: 1” to 1’-0”RL-SIG-DR5-DIR                FACE VIEW ELEVATIONS

RL-SIG-DR5-DIR

RL-SIG-DR5-DIR

ELECTRICAL REQUIREMENTS

Total: _______ Amps

ALL BRANCH CIRCUITS SHALL BE DEDICATED TO 
SIGNS (INCLUDING GROUND AND NEUTRAL) AND 

1.12

# of 120V, 20A Circuits Req’d T.B.D.

SHALL NOT BE SHARED WITH OTHER LOADS.

CUSTOMER TO PROVIDE:
(For New / Remodel Construction) ADEQUATE BEHIND THE WALL BACKING AND ACCESS AS REQUIRED TO INSTALL
SIGNAGE. CUSTOMER TO FORWARD COPY OF FINAL APPROVED SIGNAGE DRAWINGS TO BUILDING SITE CONTACT
SO THAT THESE PROVISIONS CAN BE MADE DURING CONSTRUCTION AND PRIOR TO SIGN INSTALLATION.

ALL BRANCH S & FINAL CONNECTION TO EACH SIGN TO BE BY CERTIFIED ELECTRICIAN:
     A.  All branch circuits for signs must be totally dedicated to signs (including dedicated ground and dedicated neutral per circuit).
     B.  Sign circuits must not be shared with other loads such as lighting, air conditioning, and other equipment.
     C.  Properly sized ground wire that can be traced back to the breaker panel must be provided.
     D.  Number and size of circuits for each sign to meet Federal Heath Sign's requirement.

Any deviation from the above recommendations may result in:
     1.  Damage to or improper operation of the sign(s).
     2.  Delays and additional costs.

Notes:   Certain electrical components of signs will fail prematurely if signs are not shut-off for a period of time, once, each day.  For best performance,
                  we recommend signs to be connected to an automatic controlling device such as an Energy Management System, Time Clock or Photo Cell that
                  will automatically shut-off the sign for a period of time, each day.  Failure to do so will cause damage to the electrical components of the sign and
                  will void the warranty.

  Some dimming devices will also adversely affect sign electrical components, causing failure.  Any dimming of the sign without consultation
                   with Federal Heath Sign Co. will void the warranty.

(PRIMARY ELECTRICAL SERVICE) CIRCUIT (WITHIN 5 FT.)

INSTALLER IS RESPONSIBLE FOR:
PROVIDING AND INSTALLING ALL COMPONENTS REQUIRED TO RUN SECONDARY WIRING (CONNECTORS, GTO CONDUIT,

SEALING BUILDING PENETRATIONS WITH SILICONE TO PREVENT MOISTURE PENETRATION @ EXTERIOR LOCATIONS..

ETC.) TO BE DETERMINED BY LOCAL CODE AND SITE CONDITIONS.

PROVIDING ALL NEEDED INSTALLATION HARDWARE AS DETERMINED BY LOCAL CODE AND SITE CONDITIONS.

STANDARD INSTALL IS TO BE DIRECT PIPE EMBEDMENT
INTO CONCRETE FOOTING PER FH ENGINEERING SPECS.

MANUFACTURING WILL PROVIDE A STUB PIPE WITH SIGN
CABINETS ONLY IF O.A.H. (CABINET + STUB PIPE) DOES NOT
EXCEED 9'-7" MAXIMUM SHIPPING HEIGHT RESTRICTIONS.

ALL SUPPORTING STEEL, INCLUDING STUB PIPE, IF NOT INCLUDED WITH CABINET,
TO BE SHIPPED TO INSTALLATION SITE BY AN OUTSIDE SUPPLIER OR BY THE
INSTALLATION CONTRACTOR, AS DETERMINED BY PROJECT MANAGEMENT.

3”
RADIUS

NOTE: DIGITAL GRAPHIC WILL ALWAYS
HAVE THE BLACK BORDER AROUND
COMPLETE LOGO ANY TIME PRINTED.

SQ. FT.= 4.5
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TBD

TB
D

1"
FROM

1"
FROM

EDGE EDGE

3-
5/

16
”

1-
1/

4”
1-

1/
4”

W/ 1/4" BLACK OUT LINE
& 3/4" DROP SHADOW

10
”

WHITE BAR
“DIGITAL PRINT & CUT”

“DIGITAL PRINT & CUT”

“DIGITAL PRINT & CUT”

W/ BLACK DROP SHADOW

WHITE BAR
W/ BLACK DROP SHADOW

SCALE: 1-1/2” to 1’-0”

 STRIPE LENGTH TO BE
2” LESS THAN WINDOW
     VISUAL OPENING

3”

TBD TBD TBD

1"
FROM
EDGE

1"
FROM
EDGE

1"
FROM
EDGE

LETTER “B”  HEIGHT IS 3-5/16”

SURFACE APPLICATION

NOTE FOR REMODEL STORES  ONLY:

IF ALL WINDOWS ARE LARGER THAN 27-1/2” V.O., THAN STANDARD 3-5/16 COPY IS TO BE USED.

HOWEVER,  IF THE SMALLEST WINDOW IS LESS THAN 27-1/2” V.O.,

BUT LARGER THAN 25”, THE FONT SIZE NEEDS TO BE REDUCED TO 3” IN HEIGHT.

GRAPHIC (EXAMPLE)

WHITE COPY

ALL VINYLS TO BE FIRST

RL-SIG-WINDOW GRAPHICS
SCALE: 3/8” to 1’-0” 2.28 TOTAL SQ. FT.

0.27 SQ. FT. SCALE: 1” to 1’-0” SCALE: 1” to 1’-0” SCALE: 1” to 1’-0” SCALE: 1” to 1’-0”

GRAPHIC

0.52 SQ. FT.

GRAPHIC

0.34 SQ. FT.

GRAPHIC

0.72 SQ. FT. SCALE: 1” to 1’-0”

GRAPHIC

0.74 SQ. FT. SCALE: 1” to 1’-0”

GRAPHIC

0.65 SQ. FT. SCALE: 1” to 1’-0”

QUANTITY:

FISH: 

LOBSTER: 

CRAB: 

SHRIMP: 

SCALLOPS:

SEAFOOD: 

CHOWDER: 

11-1/4” 19-9/16” 23-1/4” 13-7/16”

23-3/16”26-3/16”25-9/16”

E1

E5

E2

E6

E3

E7

E4
(3) REQUIRED

(3) REQUIRED

(3) REQUIRED

(3) REQUIRED

(3) REQUIRED

(3) REQUIRED

(3) REQUIRED

GRAPHIC GRAPHIC

NOTE WINDOW CRITERIA FOR REMODEL STORES ONLY:
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